Approximately 3.07 kg/m2 (63 Ibs./100 sqg. ft.)

When clipped bar mats are used, each bar
Intersection shall be clipped with 3.74 mm (W1.7) wire.
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Approximately 3.07 Kg/m2 (63 Ibs./100 sqg. ft.)

TYPE B TYPE A
Pavement fabric when required
to end approximately 150 (6)
Lane EUQE from Jom#s
* When the 300 mm (12) minimum cannot '/ '
be achieved, the transverse joints shall I F
be extended to either the longitudinal CENERAL NOTES
Jjoint or edge of pavement. LO”Q‘*“‘“”‘”
Keyed joint
Pavement block-outs shall be at least
600 mm (24') from contraction joints.
* % Casting outside limits
f Pavement fabric which is lapped longi-
25 (1) Preformed expansion 150(* tudinally shall have a minimum lap of
joint filler-full depth (fyp) (6) 150 mm (6.

K , Pavement fabric may be positioned with
£ 2-No. 16 x1.2 m (No. 5x 4" the transverse wires on top or bottom
€ Reinforcement bars (8 fotal of the longitudinal wires.

8 placed at pav’t. mid-depth
Lal
* Al dimensions are in milimeters (inches)
Place casting to grade and fill [ x unless otherwise shown.
with full depth concrete after Edge of pavement
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